ISITYPE

SPECIAL PACKINGS FOR ROD SEALS
NOXLAN (AU)

@ Please designate NOK Part number and type & size on your order,
(Example) - Type Dimensions  [S] 18 26 5

—EType Sign L Nominal Size of Packing

described in order of inner diameter(d), outer diameter(D), and height(h)

+ Part Number FUO180K0O

@ Please check the application range on pages D-2 and 3 before selecting the type.

Standard : NOK U801

Material
el Heat Resistant type : NOK Ug41




TVPE SPECIAL PACKINGS FOR ROD SEALS (INSTALLED IN INTERNAL GROOVE)

Hs'8 |

12,583

AVAY

Backup ring

R

Extrusiongap : ¢

SPBF

/ Remove burrs and overturns

R =0.3 or below
H1=0.5 or below
R2=1

The surface of the rod should be

c finished by buffing (SPBF) or
burnishing (RLB) to 0.8 to 1.6 x

mRmax

(0.2 to 0.4 mRa).

Specially under severe lubricating
condition, burnishing is required.

HtDs i
Nominal Size of Packing Housing dimensions NOK Part Number
d D h ¢d $D Ha He C Standard (U801) | Heat resistant type (U641)
18 26 5 18 26 FUO180K0 FUO180K2
20 28 5 20 28 FU0212K0 FU0212K1
224 30 5 22.4 30 2 FU0260K0 FUD260K
- 30.4 5 22.4 30.4 - FU0261K0 FU0261K1
23.5 31.5 5 23.5 315 5.7 : FUQ267KO0 FU0267K1
25 33 5 25 33 FU0276K0 FU0276K2
35 5 25 35 FUQ278K0 FU0278K2
28 35.5 5 28 35.5 FU0320K0 FU0D320K1
36 5 28 36 8.7 FU0321K0 FU0321K1
30 40 6 30 40 FUD357K0 FUO357K3
315 415 6 31.5 415 FU0382K0 FUQ382K 1
35 45 6 35 45 FU0424K0 FU0424K7
355 45 6 35.5 45 7 10 FU0451K0 FU0451K1
455 6 355 455 FU0452K0 FUQ452K 1
40 50 6 40 50 FUD497K0 FUQ497K5
45 55 6 45 55 FUO5B7K0 FUOS67K6
56 7 45 56 8 11 FU0572K0 FUQ572K1
50 60 6 50 60 2.5 FU0B19K0 FUOB19K3
.53 63 6 53 63 FUO679K0 FUOB79K2
55 65 6 55 65 7 10 ~ FU0B94K0 FU0OB94K2
56 66 6 56 66 FU0722K0 FUO722K1
60 70 6 60 70 FU0746K0 FU0746K5
71 7 60 71 8 11 FUO750K0 FUO750K 1
63 73 6 63 A FUO786K0 FUQ786K3
65 75 6 65 75 FUOB09KO FUOB09K1
67 77 6 67 77 FU0828K0 FU0828K1
70 80 6 70 80 7 10 FUOB49K0 FUOB49K5
71 81 6 71 81 FU0D8BOKO FU0880K1
75 85 6 75 85 FUD901K0 FUOS01K1
80 ag 8 80 a0 FU0939K0 FU0939K1
85 100 g9 85 100 FU0984K0 FU0984K?2
20 105 9 90 105 10 13 FU1024K0 FU1024K3
95 110 a9 95 110 FU1051K0 FU1051K2
98 112 8. a8 112 9.5 12,5 FU1067K0 FU1067K1
100 115 g 100 115 i 4 1 FU1082K0 FU1082K1
105 120 g 105 120 FU1125K0 FU1125K1
106 120 8. 106 120 9.5 12,5 FU1135K0 FU1135K1
121 9 106 121 FU1136K0 FU1136K1
110 125 9 110 125 10 13 FU1157K0 FU1157K2
112 125 9 112 125 FU1179K0 FU1179K1

-



HOW TO DETERMINE B DIMENSION

B When using backup ring

Please determine B dimension according to the table below. If you require larger
B dimension because of the cylinder configuration, please consult NOK.

Maximum Servioe Pressure. 14MPa ‘ 21MPa ‘ 35MPa
Material of Backup ring 19YF

B Dimension B=¢d+1.0 | B=+d+05 ‘ B=¢d+0.2
Maximum Sarvice Presstire 35MPa | 42MPa

Matgrial of Backup ring 80NP

B Dimension B=¢d+08 | Bx=sd+04

E When not using backup ring

To determine ¢ B dimension, please refer to the graph in the right for the
maximum extrusion gap (also refer page 26) considering the eccentricity of

operating condition.
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Nominal Size of Housing dimensions NOK Part Number
d D h #d D Ha Hs c Standard (U801) |Heatresistant tyoe (UB41)
118 133 8 118 133 FU1205K0 FU1205K1
120 135 9 120 135 10 13 FU1220K0 FU1220K1
125 140 9 125 140 FU1252K0 FU1252K1
130 145 9 130 145 o FU1280K0 FU1280K1
136 150 8.5 136 150 9.5 12.5 FU1306K0 FU1306K1
140 155 9 140 155 FU1323K0 FU1323K2
145 160 9 145 160 13 4 FU1343K0 FU1343K1
150 165 9 150 165 FU1359K0 FU1359K1
155 170 9 155 170 10 FU1388K0 FU1388K2
160 175 9 160 175 FU1406K0 FU1406KA1
165 180 9 185 180 14 . FU1429K0 FU1428K1
170 185 9 170 185 FU1443K0 FU1443K2
175 190 9 175 180 FU1453K0 FU1459K1
180 200 12 180 200 FU1483K0 FU1483K1
190 210 12 190 210 FU1516K0 FU1516K1
200 220 12 200 220 FU1543K0 FU1543K1
204 224 12 204 224 FU1563K0 FU1563K1
210 230 12 210 230 13 i7 5 FU1575K0 FU1575K1
220 240 12 220 240 FU1596K0 FU1586K1
225 245 12 225 245 FU1621K0 FU1621KA1
230 250 12 230 250 FU1837K0 FU1637K1
240 260 12 240 260 FU1657K0 FU1657K1
250 270 12 250 270 FU1678K0 FU1678K1
260 285 16 260 285 FU1704K0 FU1704K1
270 295 16 270 295 FU1720K0 FU1720K1
280 305 16 280 305 17 21 6.5 FU1733K0 FU1733K1
290 315 16 290 315 FU1748K0 _ FU1748K1
300 325 16 300 325 FU1762K0 FU1762K1
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